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2004 Scion xB 


Opening the Scion xB: 


1. Toyota has introduced a new vehicle line, Scion, targeted at younger 
buyers. There will be three introductory models introduced during 2004 & 
2005, the Scion xA hatchback, the Scion tC sport coupe and the boxy van- 
like Scion xB. Demand for the xB has been very strong, but quality control 
problems have plagued all three models. There is no transponder key 
option for the xB, it uses keyblank TR47-PH by Jet or TR47 by Ilco with the 
new 50,000-69,999 code series. No aftermarket locks are available for this 
model, but the wafers can be found in ASP’s pinning kit number A-30-150. 


2. Opening the 
Scion xB can be 
accomplished 
easily. Strangely, 
Toyota has left 
the linkages 
unshielded for this 
model. I was able 
to use an “L” 
shaped tool to 
open this vehicle. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


3. First spread the 
door from the 
window to insert the 
opening tool. 


4. Insert the tool as shown and lift upward on the linkage. 
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Door Lock Removal and Disassembly: 


5. There are door 
locks on both the 
passenger and 
driver side. The 
passenger side lock 
has the key code 
stamped on it, but 
panel removal is 
needed to get the 
lock out. 


6. Begin by 
removing the 
Phillips screw 
behind the inside 
door handle. 
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7. Next, remove the 
plastic screw 
fasteners on the 
panel edge. 


8. Next, remove the 
Phillips screw at 
the bottom of the 
hand-grab. 
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9. The panel is now 
ready for removal. 


10. Door with the 
panel removed. 
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11. After removing 
the panel, you will 
have access to 
the lock and 
handle assembly. 


12. There are 
two 10mm bolts 
holding in the 
handle assembly. 
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13. After removing 
the two bolts you 
can lift the handle 
away from the 
vehicle’s door and 
remove the lock. 


14. The key code 
60219 is stamped 
clearly on the lock. 
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15. The door 
lock removed. 


16. After removing 
the tailpiece and 
face cap, the plug 
will come out 
through the front 
of the lock. 
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17. The lock 
contains the last 
eight of the 10 total 
cuts. Remember, 
these Toyota wafers 
are stamped 
OPPOSITE of their 
actual depth. 


18. The door lock 
and all of its 
components. 
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Ignition Lock Removal and Disassembly: 


19. This ignition and 
column used on the 
xB are very similar 
to the ones found on 
the Toyota Echo and 
Scion xA. The 
ignition lock is held 
in with an active 
retainer, the lock 
needs to be in the 
“ACCESSORY” 
position for removal. 


20. Begin by 
removing the 
Phillips screw on 
the left side of the 
column shroud 
behind the 
steering wheel. 
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21. Next, remove 
the Phillips screw 
on the right side of 
the column shroud 
behind the 
steering wheel. 


22. Next, remove 
the Phillips screw 
on the bottom of 
the shroud. 
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23. You can now 
separate the shroud 
to gain access to the 
active retainer. 


24. The active retainer is located at 
the 12 o’clock position. 
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26. There are two solid roll pins that secure the 
lock face to the body. 


25. The ignition 
lock removed. 
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27. One of the pins 
has an open area 
that allows you to 
push it out from the 
back with a 
sharpened punch. 


28. The other pin 
has no rear access. 
You will need to drill 
a hole in the 
housing and push 
the pin outward. 
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29. Now the face cap will come off. 


30. Remove the “C” clip on the rear of the lock 
and the plug will come out the front. 


31. The ignition lock disassembled. 
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